
Please select the hearing aid model for your client here.
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rega
Color of Faceplate
Pink
Tan
Black
Options
Windscreen

sueno pro ITE
Color of Faceplate
Battery
10
312
Further Options
with memory switch
without memory switch

sino
kami
rega
Color of Faceplate
Pink
Tan
Black
Further Options
without VC
with VC*
with VC* (raised)
with memory switch*
without memory switch
Windscreen

sino
kami
rega
Color of Faceplate
Pink
Tan
Battery
312
13
Amplification
V50
V60
V70

Standard

Standard

Left

Left

LeftRight

Right

RightLeft Right

without VC
with VC
with VC (raised)
with memory switch
without memory switch
T-Coil
Autophone/T-Coil**
Nail notch
Windscreen

Additional support

Length of hearing system● 
Please mark the favoured length of the hearing system.

Audiogram●

Callback request

Further information* VC or memory switch available 
**  with kami/rega and T-Coil chosen
***  If the desired vent size is not possible due to   
 factors, our laboratory will consult with the   
 hearing care professional.

If not chosen differently, the production will be as 
small as possible. A VC is required to use the 
Tinnitus-Module.

pico

Further Options
Wax Stop
Cerustop (Standard)
HF3 (optional)
Vent***
Pull string 
Standard = 10 mm
Requested lenght

CIC ITE Further Options

sueno

Left

Left

Right

Right

Pink

All fields marked with • are mandatory fields and therefore must be filled in.
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Audiogram Key

BC

AC

UCL

Account No. Commission Date

ORDER FORM FOR ITE HEARING SYSTEMS
with Cosma Chip Technology

Do you have a question? Feel free to write it to us:
ido.intern@audifon.com

Billing Address Delivery Adress (if differing)

Company/Name

Street 

City/ ZIP Country

Phone Phone

Company/Name

City/ ZIP

Street

Country
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125
250 750 1.500 6.0003.000

500 1.000 8.0004.0002.000

left

medium
long

short

right

mm mm

mm mm

Links Rechts

Comments
and optionally other design

Model
GG/Canal
Half shell
Full shell

A VC is required to use the Tinnitus-Module.


